DESCRIPTION OF REVISIONS

MADE BY

DATE.

RE-ISSUE

L. LOPEZ

2/02

6" YELLOW,
10" STRIPE,
30" SPACE

6" YELLOW

TYPE D RETRO-REFLECTIVE PAVEMENT MARKERS

20" SPACING

SPACING

TAPER

30

‘ (SEE NOTE *2)

6" YELLOW, 500" MIN.

6" YELLOW
6" SPACE
6" YELLOW

DETALL A

100" MIN. (TYP)

(TYP)

DETAIL B

18" WHITE STOP BAR (TYP)

REVERSE CURVE OPTIONAL

12" WHITE (SEE NOTE *
TAPER
| (SEE NOTE *2)
10' 2
/_____ A\\_______ - - -
| STORAGE GAP | 6" DOUBLE  SEE "DETAIL B'j
VARIES ' VARIES YELLOW
(SEE (SEE
NOTE #3)  NOTE *3) TYPE D RETRO-REFLECTIVE
PAVEMENT MARKER AT 20’
10" MIN. SPACING
NOTES:
ALL MEASUREMENTS SHALL BE TO THE CENTER OF THE LINES (STRIPE).
TAPER LENGTHS FOR A DESIGN OR POSTED SPEED OF 40 MPH OR LESS
SHALL USE THE FORMULA WS?/ 60 = L. TAPER LENGTHS FOR A DESIGN
OR POSTED SPEED ABOVE 40 MPH SHALL USE THE FORMULA S x W = L.
L = TAPER LENGTH; S = DESIGN OR POSTED SPEED; W = DISTANCE OF
LATERAL SHIFT.
REFER TO TRAFFIC GROUP POLICIES, GUIDELINES AND PROCEEDURES FOR
TURN LANE DESIGN. ALSO SEE STD. DWG. M-1I.
TO BE INSTALLED ONLY WHEN DIRECTED BY THE ENGINEER.
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